
San Miguel Yamamura Woven Products Sdn. Bhd. 
[Formerly known as San Miguel Woven Products Sdn. Bhd.] 

A Subsidiary of San Miguel Yamamura Packaging International Ltd. 

Lots 9 & 10, Jalan Usaha 4, Ayer Keroh Industrial Estate, 75450 Melaka, Malaysia. 
Tel : 06-2323898 (5 lines) Fax : 06-2329916 / 06-2321437 

PRODUCT SPECIFICATIONS SHEET 

Customer : GENERAL 

Product Type : BREATHABLE MEMBRANE – PRIMERA 130 

Product Design : 70 GSM PET NON WOVEN / BREATHABLE COATING / 30 GSM PET NON WOVEN 

CHARACTERISTIC TEST METHOD UNIT (SI) SPECIFICATION 
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Grammage ISO 536 g/m2 130 ± 20 

Tensile Strength 

MD 

CD 

ISO 9073-3 N/50mm ≥ 250 

≥ 150 

Elongation 

MD 

CD 

ISO 9073-3 % ≥ 15 

≥ 25 

Trapezoid Tear Resistance 

MD 

CD 

ISO 9073-4 N ≥ 50 

≥ 55 

Resistance to Tearing 

(Nail Shank)  

MD 

CD  

BS EN 12310-1 N 
≥ 65 

≥ 60 

Water Vapor Transmission Rate ASTM E96 g/m2/day ≥ 1000 
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